
  
  
  

 
  
 
 
 

 

Intel® Bay Trail N2930 SoC QC Processor, 2* HDMI, 1* COM, 1* USB3.0, 3* USB2.0, 2* Realtek® GbE, 1* 
half size Mini PCIe, 1* DDR3L, Support Wide Voltage 9~24V DC-in 

 

  Features  
1. Intel® Bay Trail N2930 SoC processor 

2. 1 * DDR3L 1333MHz Dual CH up to 8GB 
3. Integrated Realtek ALC887 HD Audio CODEC 

with 2-CH 
4. 2 * HDMI 

5. 1 * SATAII  
6. 1 * USB3.0, 3 * USB2.0, 1 * COM Port, 2 * 

Realtek® RTL8119I GbE 
7. 9~24V Wide range DC-in PWR jack 

8. NUC Form Factor (101mm * 101mm) 

 

 
 

 
 
 

  I/O Diagram  

 

NUC 

JNU93R-2930 



  Specifications  

Model  JNU93R-2930 

Form Factor  NUC (101 * 101mm) 

Processor System  Intel® Baytrail N2930 SoC Processor 

 Supports Hyper-Threading Technology 

Memory  1* Dual Channel DDR3L 1333MHz SDRAM up to 8GB 

Storage  1* SATAII (3 Gb/s) 

Expansion  1* Half size Mini-PCIe 

 1* Full size mSATA 

Ethernet  2* Realtek® RTL8119I GbE 

Graphics  Intel® HD Graphics  

 2* HDMI (Max Resolution: 1920 * 1200@60Hz) 

 Support Dual Displays 

Audio  HD audio: Realtek ALC897 

Watchdog Timer  From Super I/O to drag RESETCON# 

 256 segments (10sec ~ 255min) 

Internal I/O  2* USB2.0 

 1* SATAII 

 1* Half size Mini-PCIe 

 1* Full size mSATA 

 1* Audio header (Support 3W amplifier) 

External I/O Front:  

 1* USB 3.0 

 1* USB2.0 

 1* RS232/4422/485, 5V/12V Selectable 

Rear:  

 2* HDMI 

 2* RJ45 

 2* USB2.0 

 1* Audio (Line-out) 

 9~24V DC-in PWR jack 

Power 9~24V DC-in, AT/ATX Supported 

- AT: Directly PWR on as Power input ready 

- ATX: Press Button to PWR on after Power input ready 

Compliance CE, FCC, LVD, RoHS, REACH 

Temperature  Operating Temperature: 0 ~ 60° C 

 Storage Temperature: -40 ~ 70° C 

 Humidity: 10% ~ 90% RH @40°C (non-condensing) 

Warranty  2 Years limited warranty 

* Specifications subject to change without notice, not responsible for typographical errors. Does not include HDD or OS. 

  Standard Accessories  

 
 
 
 
 
 
 
 
 
 

Part Number Description 

----------------- JNU93R-2930 Series M/B 

G01-SATAL-RD30-F 1* SATA Power L cable 

G01-XH4-SA15-35F 1* SATA cable 

F07-FNJNU91-1F 1* NUC 3pin FAN 

Tel: +886-2-89132711 E-mail: sales@jetway.com.tw   Web: www.jetwayipc.com 

Support: technic@jetway.com.tw  or  support_team@jetway.com.tw 
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